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EN10025 S355J2+N Steel Work / Steel Structure / Steel machining 

parts 

EN10025 S355J2+N Steel Work is weldable, low carbon, high tensile strength 

structure steel, can be readily welded to other weld able steel. For S355J2+N low 

carbon equivalent, it possesses good cold-forming properties. The EN10025 

S355J2+N Steel is produced by fully killed steel process and supplied in a normalized 

or controlled rolling condition. 

EN10025 S355J2+N Steel machining parts Chemical Composition Analysis: 

Grade % by max 

Name Number C Si Mn P S N Cu 

EN10025 

S355J2(N) 
1.0577 0.23 0.60 1.70 0.035 0.035 - 0.60 

 

EN10025 S355J2+N Steel Structure Mechanical Properties: 

Grade 

Yield strength 

MPa 

Tensile 

strength 

MPa 

Elongation 

% 

Minimum impact 

J 

Thickness≤ 

150 mm Thickness mm 
Thicknes

s mm 

Thickness 

mm 

Name Number ≤16 

＞16 

≤40 

≥3 

≤40 

≥3 

≤40 

Test temperature  

-20℃ 

EN10025 1.0577 355 345 470-630 22 27 
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S355J2(N) 

 

EN10025 S355J2+N Steel Structure Heat Treatment  

Usually S355J2+N steel work can be done the Tempering, Annealing and other heat 

treatments. S355J2+N Steel Work are not ideally suited to hardening, though it can be 

subjected to limited heat treatment process such as case hardening. If hardening 

EN10025 S355J2+N Steel machining parts heat treatment temperatures, including 

rate of heating, cooling and soaking times will vary due to factors such as the shape 

and size of each component. Other considerations during the heat treatment process 

include the type of furnace, quenching medium and work piece transfer facilities. 

Please consult Katalor or your heat treatment provider for full guidance on heat 

treatment of EN10025 S355J2+N Steel Structure. 
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Shanghai Katalor Enterprises Co., Ltd located in shanghai of china, is 

specialized in manufacturing and exporting steel and casting product. Based 

on the domestic rich product resources and professional research on 

international market,Katalor'service has already spread many countries in 

Europe , America, Southeast Asia, Middle East, South America, Africa, and so 

on. 

Contact US: 

Phone: 0086-18317160019 

TEL: 0086-21-61182423 

Fax: 0086-21-61182425 

E-mail: info@katalor.com 

Skype: shanghai.katalor 

Address : Room 301,Unit 6,lane 2500,xiupu Road,Kangqiao Industrial 

Area,Pudong New District,Shanghai 
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