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JISG4304 SUS 347 Austenitic stainless steel plate/coil on sale  

 

We also can do the further process on the surface of JISG4304 SUS 347 

Austenitic stainless steel plate/coil, like: bright finish(6K, 8K), 

wiredrawing, sand blasting, dull polishing, colouring, embossing, 

etching, no fingerprint and so on. JISG4304 SUS 347 Austenitic stainless 

steel plate/coil is our main steel, we have huge advantage in supplying 

JISG4304 SUS 347 Austenitic stainless steel plate/coil. 

 

The application of JISG4304 SUS 347 Austenitic stainless steel 

plate/coil: 

JISG4304 SUS 347 Austenitic stainless steel plate/coil applications 

requiring repeated heating in the range of 800 and 1650 F (427-899 C). 

 

JISG4304 SUS 347 Austenitic stainless steel plate/coil Chemical 

Composition: 

 

The Element Max (%) Grade 

C Mn P S Si Cr Ni 
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JISG4304 SUS 347 Austenitic stainless steel plate/coil Mechanical 

Property: 

 

Grade Yield Tensile Elongation Hardness, max 

Min Mpa Mpa Min  % Brinell Rockwell 

B 

JISG4304 SUS 

347 

205 520 40% 187 90 

 

Cold rolled stainless steel plate/coil Specification:  

Thickness:0.3~8mm, width: 600 ~2100mm, Length: 2000~12000mm or Coil 

 

Tolerance: according to relevant standard 

Surface:2D, 2B,BA, No3, No4, polish and so on. 

 

Hot rolled stainless steel plate/coil Specification:  

Thickness: 2.5~25mm, width: 1000 ~2100mm, Length: 4000~12000mm or Coil 

Tolerance: according to relevant standard 

Surface:No.1 
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To serve the interest and the needs of the public, as well as of our 

clients, katalor will hold the belief "product quality and service 

foremost, sincerity and superior quality" forever. So if interest in 

JISG4304 SUS 347 Austenitic stainless steel plate/coil, please contact 

katalor. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Office Address:Room 301,Unit 6,lane 2500,xiupu Road,Kangqiao Industrial 
Area,Pudong New District,Shanghai

Email:info@katalor.com
Tel:0086-21-61182423

 

specialized in manufacturing and exporting steel and casting product. Based 
on the domestic rich product resources and professional research on 

international market,Katalor'service has already spread many countries in 

Europe , America, Southeast Asia, Middle East, South America, Africa, and so 

on. 

Contact US:  

Phone: 0086-18317160019 
TEL: 0086-21-61182423 
Fax: 0086-21-61182425 
E-mail: info@katalor.com 
Skype: shanghai.katalor 
Address : Room 301,Unit 6,lane 2500,xiupu Road,Kangqiao Industrial 
Area,Pudong New District,Shanghai 


