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DIN17175 ST35.8 steel pipes for Boiler and Structural 
 

We mainly produce DIN 17175 ST35.8, DIN 17175 ST45.8, and 10CrMo910 steel pipes.  
DIN17175 ST35.8 steel pipe is our star produce. Katalor put DIN17175 ST35.8 steel pipe on the 
very important position. We has many clients of DIN17175 ST35.8 steel pipes in the world. And 
they give us a high value to DIN17175 ST35.8 steel pipe katalor supplied. 
 
Chemical Compositions of DIN 17175 ST35.8 steel pipes (%) 
Grade C Si Mn P S Cr Mo 
St35.8 ≤0.17 0.10-0.35 0.40-0.80 ≤0.040 ≤0.040 / / 
  
Mechanical Properties of DIN17175  ST35.8 steel pipe(%) 
Grade Yield Strength (Mpa) Tensile Strength (Mpa) Elongation(%) 
St35.8 ≥235 360-480 25 
  
 
OLD New 
Execution Norm Steel grade Execution Norm Steel grade 
Welded DIN 1626 St.37.0 Welded DIN EN 10217-1 P235TR2 
Welded DIN 1626 St.52.2 Welded DIN EN 10217-3 P355N 
Seamless DIN 1629 St.37.0 Seamless DIN EN 10216-1 P235TR2 
Seamless DIN 1629 St.52.2 Seamless DIN EN 10216-3 P355N 
Seamless DIN 17175 St.35.8/1 Seamless DIN EN 10216-2 P235GH 
Seamless ASTM A106* Grade B Seamless DIN EN 10216-2 P265GH 
Seamless ASTM A333* Grade 6 Seamless DIN EN 10216-4 P265NL 
 
DIN17175 ST35.8 steel pipe seamless steel pipe specification： 
OD: 10.3mm-965.2mm 
Wall thickness 1.0mm-120mm 
Length: 5-12m 
MOQ: 10 Metric Tons 
 
DIN17175 ST35.8 steel pipe ERW pipe specification; 
OD 10.3mm-660mm,  
Wall thickness 1.0-16mm 
 
DIN17175 ST35.8 steel pipe SSAW Pipe specification： 
OD 219.1mm-3500mm 
Wall thickness 3.2mm-25.4mm 
 
DIN17175 ST35.8 steel pipe LSAW Pipe specification: 
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OD 406mm-1524mm 
Wall thickness 6mm-50mm 
 
Whenever are you come from .we will treat you sincerely. DIN17175 ST35.8 steel pipe katalor 
supplied Got the test of time. DIN17175 ST35.8 steel pipe is can be supplied by katalor in good 
condition. So, please give us and you a chance if you are DIN17175 ST35.8 steel pipe Purchaser. 
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specialized in manufacturing and exporting steel and casting product. Based 
on the domestic rich product resources and professional research on 

international market,Katalor'service has already spread many countries in 

Europe , America, Southeast Asia, Middle East, South America, Africa, and so 

on. 

Contact US:  

Phone: 0086-18317160019 
TEL: 0086-21-61182423 
Fax: 0086-21-61182425 
E-mail: info@katalor.com 
Skype: shanghai.katalor 
Address : Room 301,Unit 6,lane 2500,xiupu Road,Kangqiao Industrial 
Area,Pudong New District,Shanghai 


